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JUTEC Hitzeschutz und Isoliertechnik GmbH
Am Autobahnkreuz 6 - 8 | DE-26180 Rastede

Tel.: +49 (0) 4402 - 86 32 - 0 | Fax: +49 (0) 4402 - 86 32 - 499
Info@JUTEC.com | www.jutec.com
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| WORK PROTECTION |

DIN EN ISO
9001:2015

DIN EN ISO
9001:2015
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EN 388:2016

2 3 4 2 X

Product code:

H1A5A238-W2

These gloves with flexible full aluminisation on a preox-aramid fabric are ideal for

working where hot dusts are released and hot vapours arise in the near surrounding

area.

Application: foundries, furnace construction, metal construction, container

construction, etc.

• abrasion resistant

• smokeproof

• dustproof

• flexible aluminisation on one side

• best handling

• single layer inner glove made of BWJ

• length approx. 380 mm

• Available in other lengths

• Available in sizes 9, 10 and 12

• Available in other materials

• ADDons possible

5 finger glove made of

preox-aramid fabric | fully aluminized (W2)

4 1 2 4 4 4

EN 407:2020

This glove is currently in the certification process and is
expected to meet following performance:

EN 388: 2 3 4 2 X
EN 407: 4 1 2 4 4 4 

In the future, the new product code will be:
H2000-52C200038-10


